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SMALL  VANEAXIAL  FANS 
 

  AEP P/N      CFM         S.P.       AT 0"        HZ VOLTS     AMPS     WATTS      Ø    mf      RPM      DIA     Lgth   Wt 

V4M1H-1 120 0.4 150 400    115AC 0.44 50      1 1.00 7,000 3.87 5.00 12.4 oz 

V4M2J-1 40 1.3 60 400    115AC 0.42 45      1 0.68 15,850 2.59 2.60 12.4 oz 

V4S117K-2 41 8.0 60 400    200AC 0.40 127      3      - 20,500 2.81 2.61 15.0 oz 

V4S117K-3 68 2.0 85 400    200AC 0.30 80      3      - 21,500 2.77 3.12 15.0 oz 

V4S117K-4 105 2.7 162 400    115AC   160      1 0.80 19,500 2.81 2.31 15.0 oz 

V4S117K-5 86 3.0 130 400    200AC 0.50 136      3      - 21,500 2.81 2.31 15.0 oz 

V4S117K-6 40 .25 125 400    115AC 0.17 16      1 0.25 7,250 2.81 2.31 15.0 oz 

V4S117K-8 75 2.0 80 400    200AC 0.45 120      3      - 23,200 2.81 2.38 15.0 oz 

V4S117K-9 80 1.25 114 400    200AC 0.34 96      3      - 16,600 2.81 2.31 1.0 lb 

V4S117K-11 50 0.8 75 400    115AC 0.33 38      1 0.50 10,700 2.81 2.31 15.0 oz 

V4S117K-12 135 2.0 160 400    115AC 1.20 134      1 2.00 22,500 2.81 2.31 15.0 oz 

V4S117K-14 100 2.0 120 400    115AC 0.86 90      1 2.00 16,900 2.81 2.31 15.0 oz 

V4S117K-16 55 0.8 78 400    200AC 0.25 28.5      3      - 11,600 2.81 2.31 15.0 oz 

V4S117K-18 21 0.5 28 50/60/400    115AC 0.15 15.4      1 0.25 3,850 2.81 2.31 15.0 oz 

V4S3J-1CC 115 0.4 130 400    200AC 0.85 90      3      - 11,800 3.56 4.25 2.5 lbs 

V4S3J-3 110 1.0 170 400    115AC 0.60 80      3      - 10,500 3.56 1.08 13.8 oz 

V4S3J-3AD 140 2.0 210 400    115AC 0.33 37      1 0.50 5,950 3.56 1.80 13.8 oz 

V4S3J-3C 50 0.2 90 400    200AC 0.08 17      3      - 5,200 3.56 1.80 13.8 oz 

V4S3J-3D2 110 1.0 170 400    200AC 0.35 90      3      - 10,500 3.56 1.80 13.8 oz 

V4S3J-3F 160 0.5 190 400    115AC 0.60 69      1 2.00 10,500 3.56 1.80 13.8 oz 

V4S3J-3H 75 0.3 105 400    115AC 0.40 40      1 0.25 6,900 3.56 1.80 13.8 oz 

V4S3J-3M 80 0.6 135 290    100AC 0.90 60       1 2.00 8,225 3.56 1.80 13.8 oz 

V4S3J-3P 125 1.0 185 400    115AC 0.45 70      3      - 11,000 3.56 1.80 13.8 oz 

V4S3J-3Q 160 1.0 200 400    115AC 1.10 106      1 2.50 20,500 3.56 1.80 13.8 oz 

V4S3J-3T 100 0.3 125 400    26.5AC 1.74        1 6.00 6,400 3.56 1.80 13.8 oz 

V4S3J-3U 115 2.0 205 400    200AC 0.45 130      3      - 21,500 3.56 1.80 13.8 oz 

V4S3J-3W 35 0.1 56 60    115AC 0.13 12      1 0.50 3,450 3.56 1.80 13.8 oz 

V4S3J-3Z 90 0.4 125 400    115AC 0.34 31      3      - 7,360 3.56 1.80 13.8 oz 

V4S3J-3AE       50/60/400    115AC          1 0.25 3,240 3.56 1.80 13.8 oz 

V4S3J-5 60 1.0 75 400    115AC 0.55 70      1 0.20 11,200 2.77 3.12 17.4 oz 

V4S3J-6 52 2.2 59 400    115AC 0.41 46      1 0.20 11,500 2.77 3.12 22.0 oz 

V4S3J-28G 185 1.0 200 400     28AC 6.00       3      - 11,000 3.56 3.06 13.8 oz 

V4S6J-1 180 0.2 285 60    115AC 0.18 20      3      - 3,250 6.86 2.50 27.0 oz 

V4S6J-4 100 0.1 142 60    115AC 0.11 11       1 2.00 1,680 6.86 2.50 27.0 oz 

V4S6J-6 130 0.3 200 50/60/400    115AC 0.22 22      1 0.25 2,750 6.86 2.50 27.0 oz 

V4U3Q-1A 120 1.0 140 400    200AC 0.50 135      3      - 20,500 2.85 2.39 1.0 lb 

V4W2H-1 180 1.5 240 400    208AC 0.80 220      3      - 7,500 4.00 5.38   

V4W4J-1 90 2.0 112 400    200AC 0.63 90     3      - 11,700 4 5 4.5 lbs 

V4Z4K-1 310 4.0 390 400    200AC 4.06 720    3      - 20,600 4.1 4.37 3.9 lbs 

V5V1K-1 135 6.5 170 400    200AC 0.90 200    3      - 22,840 3.25 4.12   

V25J4Q-1 180 6.0 280 400 115/200AC 2.00 310    3      - 11,300 4.1 5.25  

V25W4G-1 150 0.5 190 400    208AC 0.60 85    3      - 5,650 4 5 4.5 lbs 

V25Z2K-1 200 6.0 250 400    200AC 1.50 450    3      - 22,000 3.57 4.34 3.3 lbs 

V25Z3J-1 160 8.0 240 400    200AC 1.50 350    3      - 11,400 3.75 5 3.8 lbs 

V25Z3J-4 170 2.0 210 400    200AC 1.50 195    3      - 11,650 3.75 3.75 3.0 lbs 

V25Z3J-6 100 1.0 130 130     65AC 1.45 78    3      - 3,610 4.47 4.25 4.2 lbs 

V25Z3J-6A 80 0.6 105 107    107AC 0.69 60    3      - 2,980 4.47 4.25 4.2 lbs 

V25Z3K-1 100 8.0 130 400    200AC 1.05 320    3      - 22,550 3.9 4.21 3.6 lbs 

V25Z4J-1 400 7.0 500 400    200AC 4.30 900    3      - 11,650 4.29 6 4.2 lbs 
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SMALL  VANEAXIAL  FANS 

 

 
 

 

 

Features vary with applications and customer requirements and include: 
 

 Optional mountings 

 Single or dual stage design 

 Conform to applicable aerospace, defense and commercial specifications 

 
Other ASHLAND Products Include: 

 

Centrifugal Blowers 
Radial Blade Blowers 
Multi Stage Blowers 
Crossflow Blowers 
Tangential Blowers 

Tubeaxial Fans 
Propeller Fans 

Axial Fans 
Torque Motors 

Induction Motors 
DC to AC inverters 
Stator & Rotor Sets 

Synchronous Motors 
Contract Machining 

 

For information on these products or assistance with your specific application, contact 
the factory or your ASHLAND representative. 

 

-- Ashland Electric Products, Inc. is a Small Veteran Owned Company -- 


